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CN-25 Gasoline prunner CN-25

REF.: CN25 2 stroke gasoline engine
Displacement: 25 CC
Power: 1,3 HP
Bar: KAPOTHA 30 cm 12’’
Chain: OREGON
Carburetor: Admission and pump double-membrane
Silent-Blocks amortiguation system
Chain lubrication: automatic pump
PRIMER
Weight: 3,8 kg

CN-58S Gasoline chainsaw CN-58S

REF.: CN58S 2 stroke gasoline engine
Displacement: 58 CC
Power: 3 HP
Bar: KAPOTHA 50 cm 20’’
Chain: OREGON
Primer
Double brake system handle
Reinforced last generation “EASY START” system 
Silent-Blocks Plus amortiguation system 
Weight: 5,7 kg

CN-38S Gasoline chainsaw CN-38S

REF.: CN38S 2 stroke gasoline engine
Displacement: 37,2 CC
Power: 1,6 HP
Bar: KAPOTHA 35 cm 14’’
Chain: OREGON 
Primer
Reinforced “EASY START” system
Silent-Blocks Plus amortiguation system 
Weight: 5,5 kg

.RATES 2019. 
Valid rate excepting typographical error. This rate cancels the previous ones.

EUROPEAN SAFETY 
AND QUALITY CERTIFICATIONS



F-52A Gasoline height prunner F-52A

REF.: F52A 2 stroke gasoline engine
Dispalcement: 52 CC
Power: 2 HP
Bar KAPOTHA 25 cm 10’’
Chain: OREGON
“Easy Start” system
Primer
26mm shaft
Rigid transmission
High quality gearbox
Weight: 7,5 kg

F-33A Gasoline height prunner F-33A

REF.: F33A 2 stroke gasoline engine
Displacement: 32.5 CC
Power: 1,4 HP
Bar: KAPOTHA 25 cm 10’’
Chain: OREGON
 “EASY START” system
Primer
26mm shaft
Rigid transmission
High quality gearbox
Weight: 7.4 kg
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.RATES 2019. 
Valid rate excepting typographical error. This rate cancels the previous ones.

EUROPEAN SAFETY 
AND QUALITY CERTIFICATIONS



XT-45M Gasoline chainsaw XT-45M
2 stroke gasoline engine
Displacement: 45 CC 
Power: 2,3 HP
Bar: KAPOTHA 45 cm 18’’ 
Chain: OREGON
WALBRO carburetor
Primer
Double brake system handle 
Reinforced last generation “EASY START” system 
Silent-Blocks amortiguation system
Weight: 7,1 kg

Gasoline chainsaw XT-55M
2 stroke-high performance gasoline engine
Displacement: 54 CC 
Power: 3 HP
Bar: KAPOTHA 50 cm 20’’ 
Chain: OREGON
WALBRO carburetor
Primer
Double brake system handle 
Reinforced last generation “EASY START” system 
Silent-Blocks Plus amortiguation system
Weight: 7,6 kg 

XT-55M
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.RATES 2019. 

REF.: XT55M

REF.: XT45M

Valid rate excepting typographical error. This rate cancels the previous ones.

EUROPEAN SAFETY 
AND QUALITY CERTIFICATIONS
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CN-520A Gasoline brushcutter CN-520A

REF.: CN520A 2 stroke gasoline engine
Displacement: 52 CC
Power: 2 HP
Primer
“EASY START” system
Anti-spark muffler
Centrifugal clutch
Steel disc: 25cm
Nylon head with automatic regeneration
Thread trimming: up to 42cm
Weight: 7,5 kg

CN-430A Gasoline brushcutter CN-430A

REF.: CN430A
2 stroke gasoline engine  
Displacement: 43 CC
Power: 1,7 HP
Primer 
Reinforced double spring “EASY START” system
Anti-spark muffler
Steel disc: 25cm
Nylon head with automatic regeneration
Thread trimming: up to 42cm
Centrifugal clutch
Weight: 7,4 kg
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Valid rate excepting typographical error. This rate cancels the previous ones.
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AND QUALITY CERTIFICATIONS



CN-520E Gasoline brushcutter CN-520E

REF.: CN520E

CN-520ED Gasoline brushcutter CN-520ED

REF.: CN520ED
2 stroke gasoline engine
Displacement: 52 CC
Power: 2 HP
Anti-vibration system with splitter bar
Primer
Reinforced double spring “EASY START” system
Anti-spark system
Steel disc: 25cm
Nylon head with automatic regeneration and fast charge
Thread trimming: up to 42cm
Centrifugal clutch
Weight : 8,5 kg

2 stroke gasoline engine
Displacement: 52 CC
Power: 2 HP
Bar with anti-vibration system
Primer
Reinforced double spring “EASY START” system
Anti-spark escape
Steel disc: 25cm
Nylon head with automatic regeneration and fast charge
Thread trimming: up to 42cm
Centrifugal clutch
Weight: 8,5 kg
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F-52.5 Gasoline multicutter F-52.5

REF.: F52.5
2 stroke gasoline engine
displacement: 52 CC
Power: 2 HP
Reinforced double spring “EASY START” system with primer
Shaft diameter: 26mm
Hedge-trimmer with 44cm blade
Prunner with KAPOTHA 25 cm 10’’ guide bar
Chain: OREGON
Reinforced three teeth steel disc 
Reinforced two teeth steel disc
Automatic trimmer head
Multicutter weight: 6 kg
Brushcutter weight: 1,8 kg
Height prunner weight: 1,6 kg
Hedge trimmer weight: 2,2 kg

CN-BP520S Gasoline brushcutter CN-BP520S

REF.: CNBP520S 2 stroke gasoline engine
Displacement: 52 CC
Power: 2 HP
Diaphragm carburetor
Primer
Reinforced double spring “EASY START” system
Weight: 8 kg

F-33.5 Gasoline multicutter F-33.5

REF.: F33.5
2 stroke gasoline engine
Displacement: 32,5 CC
Power: 1,4 HP
Reinforced double spring “EASY START” system with primer
Shaft diameter: 26mm
Hedge-trimmer with 44cm blade
Prunner with KAPOTHA 25 cm 10’’  guide bar
Chain: OREGON
Reinforced three teeth steel disc 
Reinforced two teeth steel disc 
Automatic trimmer head
Multicutter weight: 5,7 kg
Brushcutter weight: 1,8 kg
Height prunner weight: 1,6 kg
Hedge trimmer weight: 2,2 kg

MULTICUTTER

8

.RATES 2019. 
Valid rate excepting typographical error. This rate cancels the previous ones.

EUROPEAN SAFETY 
AND QUALITY CERTIFICATIONS



XT-52D Gasoline brushcutter XT-52D
2 stroke-high performance gasoline engine
Displacement: 52 CC
Power: 2 HP
WALBRO carburetor
Anti-vibration bar system
Primer
Reinforced double spring “EASY START” system
Anti-spark system muffler
Steel disc: 25cm
Nylon head with automatic regeneration and fast charge
Thread trimming: up to 42cm
Ø Shaft: 28mm
Centrifugal clutch
Professional harness
Weight: 11 kg

XT-26C Gasoline hedge-trimmer XT-26C
REF.: XT26C

REF.: XT52D

2 stroke gasoline engine    
Displacement: 26 CC
Power: 1 HP 
WALBRO carburetor
Cutting width: 60cm
Adjustable blade screw 
180º adjustable handle
Weight: 7,3 kg

HEDGE TRIMMER 
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Valid rate excepting typographical error. This rate cancels the previous ones.
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4600 Gasoline mower 4600

REF.: 4600

PRO-7000 Gasoline mower PRO-7000

REF.: PRO7000 4 stroke gasoline engine
Displacement: 196 CC
Power: 5,4 HP Self-propelled
Semi-rigid bag: 73l
Reinforcer steel chassis: 53 cm
Cutting width: 510 mm
Cutting height: 25-75 mm
Revolutions regulator
Height of the wheels regulation: 8 positions
Large-format wheels 8” front, 12” rear
Functions: rear, lateral discharge and MULCHING
Weight : 39 kg

PRO-7000 A.E. Gasoline mower PRO-7000 A.E.

REF.: PRO7000AE 4 stroke gasoline engine
Displacement: 196 CC
Power: 5,4 HP Self-propelled
Electric start and recoil start
Lithium battery 12 v - 2000 mAh
Semi-rigid bag: 73l
Reinforcer steel chassis: 53 cm
Cutting width: 510 mm
Cutting height: 25-75 mm
Revolutions regulator
Height of the wheels regulation: 8 positions
Large-format wheels 8” front, 12” rear
Functions: rear, lateral discharge and MULCHING
Weight : 42 kg

4 stroke gasoline engine
Displacement: 140 CC
Power: 3,6 HP self-propelled
Semi-rigid bag: 60l
Reinforcer steel chassis: 46 cm
Cutting width: 460 mm
Cutting height: 25-75 mm
Centralised height adjustment: 8 positions
Front and rear wheels diameter: 7”/8”
Functions: rear discharge, lateral discharge and MULCHING
Weight:  30,5 kg
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S-26 Gasoline blower S-26

REF.: S26

S-76

2 stroke gasoline engine
Displacement: 26 CC
Power 1,1 HP
Dual function: Blower/ Aspirator
Air volum: 7.8 m³/min.
Air speed: 60 m/s
Weight: 6,5 kg

.RATES 2019. 
Valid rate excepting typographical error. This rate cancels the previous ones.

EUROPEAN SAFETY 
AND QUALITY CERTIFICATIONS
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                 7CV

PACKACC 7CV

Gasoline tiller Ultimate 7CV

Gasoline tiller Ultimate 7CV + Kit

REF.: 7CV

REF.: PACC7CV

PLUS
TRANSMISSION

Gasoline tiller Ultimate Plus
Transmission

REF.: PLUSTRANS

INCLUDES: 24 blades with side discs,
opening disc, single opener, wheels 3,5 and wheels 400 x 8.

4 stroke gasoline engine
Displacement: 212 CC
Power: 7 HP
Air filter with oil bath
Tank capacity: 3,6 l
2 front and 1 rear gear
Transport front wheel
Double belt clutch system
Solid iron high quality transmission
Integral front bumper for engine’s protection
High quality transmission with oil gears
Height and lateral adjustment
Working width: 1100 mm
Working depth: 150 - 300 mm
Weight: 78 kg

INCLUDES: 32 blades with side discs and wheels 400 x 8

4 stroke gasoline engine
Displacement: 212 CC
Power: 7 HP
Triple filtering system
Air filter with oil bath
Double protection snorkel filter
Transport front wheel
Metalic-registrable transmission protector
2 front and 1 rear gear
Tank capacity: 3,6 l
Double belt clutch system
Handlebar with height adjustment and embellisher 
High quality transmission with oil gears
Working width: 800 mm
Working depth: 150 - 300 mm
Weight: 73 kg

INCLUDES: 24 blades with side discs.

.RATES 2019. 
Valid rate excepting typographical error. This rate cancels the previous ones.

EUROPEAN SAFETY 
AND QUALITY CERTIFICATIONS



REF.: PCLUTCH

REF.: GASULT

PRO
CLUTCH

Gasoline tiller Ultimate Pro
Clutch

GASOIL
ULTIMATE

Diésel tiller Gasoil Ultimate

4 stroke diésel engine
Displacement: 400 CC
Power: 9 HP
Electric and recoil start with key
Combustion chamber descompressor (manual start)
Air filter with oil bath
Front bracket for tools transport
Frontal support bracket
Tank capacity: 3,5 l
Integral front bumper for engine’s protection
High quality transmission with oil gears
Solid iron high quality transmission
Handlebar with height and lateral adjustment 
2 front and 1 rear gear
Multi-plate clutch system with oil bath (without belts)
Working width: 1250 mm
Working depth: 150 - 300 mm
Weight: 145 kg

INCLUDES: 32 blades with side discs and wheels 500 x 12

4 stroke gasoline engine
Displacement: 212 CC
Power: 7 HP
Air filter with oil bath
Front bracket for tools transport
Frontal support bracket
Tank capacity: 3,6 l
3 front and 1 rear gear
Integral front bumper for engine’s protection
Multi-plate clutch system with oil bath
High quality transmission with oil bathed gear teeth
Solid iron high quality transmission
Handlebar with height and lateral adjustment
Working width: 1150 mm
Working depth: 150 - 300 mmt

INCLUDES: 32 blades with side discs and wheels 400 x 8
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REF.: K13.5

K-13.5 Gasoline walking tractor K-13.5
4 stroke gasoline engine
Displacement: 420 CC
Power: 13 HP
Tank capacity: 6,5 L
Electric and recoil start 
Working width:  65 cm
Handlebar: lateral and height adjustment 
3 front and 1 rear gear
5.0 x 10.0 wheels
Maximum speed on front gear: 12,67 km/h 
Maximum speed on rear gear: 2,91 km/h

INCLUDES: Rotavator with 20 reinforced blades and 
5.0 x 10.0 wheels.

.RATES 2019. 
Valid rate excepting typographical error. This rate cancels the previous ones.
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AND QUALITY CERTIFICATIONS
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K-M500 Gasoline waterpump K-M500

REF.: KM500 4 stroke gasoline engine
Displacement: 208 CC
Power: 7 HP
Max. suction height aprox. 6 m
Max. lift height aprox. 30 m
Tubery diameter 2” (50mm) 
Flow 36000 L/h
Oil level sensor
Silent-Blocks amortiguation system
Suction filter included
Weight: 25 kg

K-M800 Gasoline waterpump K-M800

REF.: KM800
4 stroke gasoline engine
Displacement: 208 CC
Power: 7 HP
Max. suction power aprox. 6 m
Max. impulsion power aprox. 30 m
Tubery diameter 3” (76mm)
Flow 60000 L/h
Oil level sensor
Silent-Blocks amortiguation system
Suction filter included
Weight: 28 kg

K-M500 PRESS Gasoline waterpump K-M500 PRESS

REF.: KM500PRESS 4 stroke gasoline engine
Displacement: 208 CC
Power: 7 HP
High pressure
Max. suction power aprox. 6 m
Max. impulsion power aprox. 75 m
Tubery diameter 2” (50mm)
Flow 18000 L/h
Oil level sensor
Silent-Blocks amortiguation system
Suction filter included
Weight: 28 kg

.RATES 2019. 
Valid rate excepting typographical error. This rate cancels the previous ones.
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K-S25 Power sprayer K-S25

REF.: KS25

K-S42 Mist duster K-S42

REF.: KS42 2 stroke gasoline engine
Displacement: 41,5 CC
Power: 2,9 HP
Blower function 
Tank capacity: 14 L
Reach: 10 - 12 m
Liquid and dust discharge
Weight: 10,5 kg

2 stroke gasoline engine
Displacement: 26 CC
Power: 1,1 HP
Extended reach gun
Fumigator gun
Tank capacity: 25 L
Weight: 8,5 kg

.RATES 2019. 
Valid rate excepting typographical error. This rate cancels the previous ones.
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AND QUALITY CERTIFICATIONS
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K-AH D-580S Gasoline ground drill K-AH D-580S

REF.: KAHD580S

GROUND DRILL ACCESORIES

K-AHB60 60 mm drill

REF.: KAHB60

80 mm drill

100 mm drill

120 mm drill

150 mm drill 

200 mm drill

250 mm drill 

K-AHB80
REF.: KAHB80

K-AHB100
REF.: KAHB100

K-AHB120
REF.: KAHB120

K-AHB150
REF.: KAHB150

K-AHB200
REF.: KAHB200

K-AHB250
REF.: KAHB250

2 stroke gasoline engine
Displacement:  58 CC
Power: 3,6 HP
Tank capacity: 1,25 L
Admitted drills: 60 to 250 mm
Weight: 8 kg

.RATES 2019. 
Valid rate excepting typographical error. This rate cancels the previous ones.

EUROPEAN SAFETY 
AND QUALITY CERTIFICATIONS
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HLS7T-52 Electric log splitter HLS7T-52
REF.: HLS7T-52

VLS10T-1 Electric log splitter VLS10T-1

REF.: VLS10T-1 220 v electric engine
Power: 3000 w
Hydraulic pressure: 10 tons
Posición vertical
Cut lenght up to 1070 mm
Three cut positions: 400 / 574 / 1040 mm
Double handle security system
Oil tank capacity: 4,5 L
Weight: 109 kg

VHLS12TG Gasoline log splitter VHLS12TG

REF.: VHLS12TG Gasoline engine  
Displacement: 196 CC
Power: 6,5 HP 
Hydraulic pressure: 12 tons
Vertical position
Cut lenght up to 1070 mm
Three cut positions: 520 / 800 / 1040 mm
Adjustable to three positions: horizontal, vertical and oblique
Two cutting velocities: Low and fast
Piston’s return: Automatic and manual
Weight: 103 kg

220 v electric engine
Power: 2200 w
Hydraulic pressure: 7 tons
Horizontal position
Capacity to open logs up to 520 mm
Weight: 49 kg

.RATES 2019. 
Valid rate excepting typographical error. This rate cancels the previous ones.Valid rate excepting typographical error. This rate cancels the previous ones.
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VHLS22T Gasoline log splitter VHLS22T
REF.: VHLS22T

VHLS35T Gasoline log splitter VHLS35T

REF.: VHLS35T 4 stroke gasoline engine
Displacement: 208 CC
Power: 9 HP
Hydraulic pressure: 35 tons
Cut lenght up to 610 mm
Car conexion (ball hitch trailer) 
2 positions (vertical and horizontal)
Weight: 263 kg

4 stroke gasoline engine
Displacement: 196 CC
Power: 6,5 HP
Hydraulic pressure: 22 toneladas
Cut lenght up to 610 mm
Car conexion (ball hitch trailer)
2 positions (vertical and horizontal)
Weight: 223 kg

.RATES 2019. 
Valid rate excepting typographical error. This rate cancels the previous ones.

EUROPEAN SAFETY 
AND QUALITY CERTIFICATIONS
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CHAINSAW ACCESORIES

K-MS45P Prunner CN-25 professional chain

REF.: KMS45P Chain pitch 3 / 8 “ low profile.
Gauge thickness 0,050” (1,3 mm).

K-MS39P Multicutter F-33.5/F-52.5 and height prunner 
F-33A/F-52A professional chain

REF.: KMS39P
Chain pitch 3 / 8 “ low profile.
Gauge thickness 0,050” (1,3 mm).

Chainsaw CN-58S and XT-55M
professional chain

REF.: KMS76P

Chain pitch 0,325”.
Gauge thickness 0,058” (1,5 mm).

K-MS76P

Chainsaw CN-38S professional chain

REF.: KMS36P Chain pitch 3 / 8 “ low profile.
Gauge thickness 0,050” (1,3 mm).

K-MS36P

REF.: KMS66P Chain pitch 0,325”.
Gauge thickness 0,058” (1,5 mm).

K-MS66P Chainsaw XT-45M professional chain

.RATES 2019. 
Valid rate excepting typographical error. This rate cancels the previous ones.

EUROPEAN SAFETY 
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Great comfort and protection

K-DZA3 Triple harness

REF.: KDZA3

K-DZA Double harness 

REF.: KDZA With hip protector and carabiner hook

 25,4mm hole. Semi-hard brush use

K-DZ2P 2 teeth disc

REF.: KDZP

25,4mm hole. General brush use

K-DZ3P 3 teeth disc

REF.: KDZ3P

25,4mm hole. General brush use

K-DZ4P 4 teeth disc

REF.: KDZ4P

Multiteeth blade. 25,4mm hole. Woody rushes use

K-DZ40P 40 teeth disc

REF.: KDZ40P

BRUSHCUTTER ACCESORIES

.RATES 2019. 
Valid rate excepting typographical error. This rate cancels the previous ones.

EUROPEAN SAFETY 
AND QUALITY CERTIFICATIONS
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Widia disk. Center hole 24,5mmt. For any woody rush,
even small logs or roots.

K-DZWIDEA Widia disc

REF.: KDZWIDEA

Semi automatic trimmer head

K-DZCP Reinforced plastic trimmer head

REF.: KDZCP

80cms extension bar.

K-DZB Extension bar

REF.: KDZB

Reinforced round nylon line blister 2,7 mm. 
High performance. 15 m (10 units per box).

K-DZH15  Nylon line blister 15 m

REF.: KDZH15

Reinforced round nylon line blister 2,7 mm. 
High performance. 72 m (10 units per box).

K-DZH72 Nylon line blister 72 m

REF.: KDZH72

Reinforced round nylon line blister 2,7 mm. 
High performance. 216 m.

K-DZH216 Nylon line blister 216 m

REF.: KDZH216

.RATES 2019. 

BRUSHCUTTER ACCESORIES

Valid rate excepting typographical error. This rate cancels the previous ones.
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K-MZS Potatoes extractor

REF.: KMZS

K-MZA Lateral opener

REF.: KMZA

K-MKIT Cultivator wheel kit
+ single opener

REF.: KMKIT

K-MZAH Single opener

REF.: KMZAH

K-MZV Reversible mouldboard plow

REF.: KMZV

K-MZAR Regulable driller

REF.: KMZAR

K-MZJ Japanese plow

REF.: KMZJ

 CULTIVATOR ACCESORIES

.RATES 2019. 
Valid rate excepting typographical error. This rate cancels the previous ones.
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K-MZE Connector

REF.: KMZE

K-MZR2

REF.: KMZR2

K-MZR1 350mm wheels

REF.: KMZR1

K-MRM Metallic wheels

REF.: KMRM

400mm wheels

 CULTIVATOR ACCESORIES

Valid rate excepting typographical error. This rate cancels the previous ones.

EUROPEAN SAFETY 
AND QUALITY CERTIFICATIONS .RATES 2019. 
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K-13.0VR Regulable driller 

REF.: K13.0VR

K-13.0AR Reversible mouldboard plow

REF.: K13.0AR

K-13.0V Lateral driller

REF.: K13.0V

K-13.0SG Mower. Comb width 110 cm.

REF.: K13.0SG

TILLER ACCESORIES

Valid rate excepting typographical error. This rate cancels the previous ones.

EUROPEAN SAFETY 
AND QUALITY CERTIFICATIONS
EUROPEAN SAFETY 
AND QUALITY CERTIFICATIONS .RATES 2019. 



WWW.KAPOTHA.COM

1

+ 34 972 961 083

distribuidor@kapotha.com

Almacenes y oficinas de logística:
C/Poeta Verdaguer, 1 Entresuelo
12002 Castellón de la Plana
Castellón ESPAÑA
 


